BATT E R I E S WIRELESS COMMUNICATIONS LTD.

BIS Certified

Whether responding to an emergency where seconds count, coordinating a mobile workforce, or
communicating critical information, your radio is only as good as it’s battery. Fortunately, hazards that
kill other two-way radio batteries do not affect ours. While other organizations use batteries from
third-parties for their devices, we build superior batteries specifically for Sanchar radios.

We use the highest quality parts and manufacturing processes to ensure optimal performance. With
a complete portfolio of Sanchar Original batteries that have been designed and developed as an
integral component of our two-way radios, you can be confident our radio batteries perform when you
need them most.
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BATTERY PACK CONSTRUCTION
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There is a lot more to a Sanchar two-way radio battery pack o 8 ADHESIVE
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mechanical performance under a wide range of conditions.
Internal circuitry, connectors, adhesive pads and JEk o 8 CELL PACK
insulators all contribute to battery performance and
reliability. Support trays, spacers, gaskets and housings - @ O THERMISTOR
have to protect the cells and look good with the radio. . . 5 DoDES
Sanchar combines all these elements to ensure all our
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. . Maximum
S. No. |Device Model Battery Model Voltage |Chemistry .
Capacity Upto
1 | STC-715/720S SPS-700L 37 | Vv Li-ion 7000 mAh
2 |sTC-7108 SPS-137L 37 | Vv Li-ion 5000 mAh
3 |sTC-7055 SBH-25L 37 | Vv Li-ion 5000 mAh
4 |STC-702S/707S SPS-699L 37 | v Li-ion 4200 mAh
5  |Gau+ SBH-504L 37 | v Li-ion 2600 mAh
6  |STC-700S SBH-202L 37 | v Li-ion 4000 mAh
7 |G3U/BRUTFORCE BFR-002 SPS-134L 37 | v Li-ion 1800 mAh
8 | STC-700/ TK-3207/ TK-2207/ TK-2317/ NX1200 SPH-2301 72 | v Ni-Mh 2000 mAh
9  [STC-920D SPS-271L 74 |V Li-ion 2600 mAh
10 [STC-901D SPS-272L 74 |V Li-ion 2600 mAh
11 |STC-804+/DJ-11/RL-318 SPH-804L 74 |V Li-ion 2000 mAh
12 |STC-804 DUAL BAND STM-5000EHL 74 |V Li-ion 2600 mAh
13 |STC-650M SPS-260L 74 |V Li-ion 2200 mAh
14 |Gau+ SPH-222L 74 |V Li-ion 1800 mAh
15 |ATWS RECEIVER SPS-145L 74 |V Li-ion 2000 mAh
16 |G6U/BRUTFORCE BFR-001 SPS-133L 74 |V Li-ion 2600 mAh
17 |STC-903D/ STC-904D/ STC-904+/ STC-804D SPH-904HL 74 |V Li-ion 2600 mAh
18 |STC-700/ TK-3207/ TK-2207/ TK-2317/ NX1200 SPH-2301L 74 | v Li-ion 2300 mAh
G5U/ G5Ui/ G4U EASY/ BRUTFORCE BFR-001/ VIPTEL VIP-446/
1 BH-2408L 74 |V Li-i 2 Ah
9 SPACE STS-R5 S 08 i-ion 600 m
20  [G5Ui DRR SPS-122L 1.1 |V Li-ion 5000 mAh
21 [G10Ui SPS-121L 148 | V Li-ion 7.8 AH
X ) Maximum
S. No. |Device Model Battery Model Voltage [Chemistry .
Capacity Upto
1 RL-328/ RL-308 SBP-24 7.2 V Ni-Mh 2000 mAh
2 RL-328/ RL-308 SPS-123L 7.4 Vv Li-ion 2000 mAh




BATTERY FOR MOTOROLA

. . Maxi
S. No. [Device Model Battery Model Voltage |Chemistry aX|.mum
Capacity Upto
1 XTS-2500 STM-2500EH 7.2 V Ni-Mh 2300 mAh
2 GP-328/GP-338/MTX-960/GP-339 STK-328EH 7.2 V Ni-Mh 2300 mAh
3 MTP-850 STM-850L 7.4 V Li-ion 2600 mAh
4 XIRP-8668I / XIRP-66001/ XIRP-6620 STM-8668EHL 7.4 V Li-ion 2600 mAh
5 XIRP-8668I / XIRP-66001/ XIRP-6620 STM-8668EJL 7.4 V Li-ion 3000 mAh
6 APX-2000 SPS-110E 7.4 V Li-ion 3000 mAh
7 GP-328/GP-338/MTX-960/GP-339 STK-328EHL 7.4 V Li-ion 2300 mAh
8 MTP-3150/MTP-3550 SPH-2000L 7.4 V Li-ion 2000 mAh
9 XIRP-3688 STM-101EJL 7.4 V Li-ion 2500 mAh
10 |XIRP-8268 STM-8268EHL 7.4 vV Li-ion 2500 mAh
11 |XTS-2500 SPS-136L 7.4 V Li-ion 2300 mAh
. ) Maximum
S. No. |Device Model Battery Model Voltage Chemistry .
Capacity Upto
1 THK-2AT SPB-43 7.2 \ Ni-Mh 2000 mAh
2 TK-280/480 SKNB-21 7.2 \' Ni-Mh 2000 mAh
3 TK-270G,TK2107,TK-278,TC-265 SPK-20EH 7.2 \ Ni-Mh 2300 mAh
4 TK-2160,TK-3160,TK-3170,TK-2170,NX-3220 SPK-26EH 7.2 \Y Ni-Mh 2000 mAh
5 TK-2000/TK-3000/KNB-65L SKNB-65L 7.4 Vv Li-ion 1500 mAh
6 TK-2160,TK-3160,TK-3170,TK-2170,NX-3220 SPK-26EHL 7.4 \Y Li-ion 2600 mAh
. . Maximum
S. No. |Device Model Battery Model Voltage [Chemistry .
Capacity Upto
1 |pP-770 SPK-29EHL 74 | v Ni-Mh 2300 | mah
. . Maximum
S. No. |Device Model Battery Model Voltage [Chemistry .
Capacity Upto
1 |vx-160 SPV-160EB 72 | v Ni-Mh 1800 | mAh
. . Maximum
S. No. [Device Model Battery Model Voltage |Chemistry .
Capacity Upto
1 DP-985/ DPR-7000 SPK-29EML 7.4 Vv Li-ion 2300 mAh
2 DPR-5000/ DP-485 STK-104EHL 7.4 vV Li-ion 2300 mAh
. . Maximum
S. No. |Device Model Battery Model Voltage [Chemistry .
Capacity Upto
1 |xc-25 SPS-166L 74 | v Li-ion 2500 | mAh




BATTERY FOR ICOM

X . Maximum
S. No. |Device Model Battery Model Voltage Chemistry .
Capacity Upto
1 ICOM IC-R3 SBP-206L 3.7 Y Li-ion 1650 mAh
2 IC-41PRO/ IC-F1000/2000 SBP-280 7.4 \ Li-ion 2280 mAh
3 ICF-4003/ 3003 STM-100EML 7.4 v Li-ion 1800 mAh
4 IC-F14,IC-F34GT/ICF-15/ICF-16/ICF-25/ICF-3011/ICF-3021 SBP-232L 7.4 \Y Li-ion 2300 mAh
. X Maximum
S. No. |Device Model Battery Model Voltage |Chemistry .
Capacity Upto
1 TC-700/TC-780 SPH-2201 7.2 Vv Ni-Mh 2300 mAh
2 HP-788G SHP-788G 7.4 Vv Li-ion 2400 mAh
3 PD-688G/BD-508 STH-688L 7.4 Vv Li-ion 2000 mAh
4 PD-788G SBL-2006L 7.4 Vv Li-ion 2600 mAh
5 [T1C-700/TC-780 SPS-140L 74 |V Li-ion 2300 mAh
. . Maximum
S. No. |Device Model Battery Model Voltage Chemistry .
Capacity Upto
1 STP-8000 SPS-120L 7.4 | \Y Li-ion 2200 mAh
. X Maximum
S. No. [Device Model Battery Model Voltage |Chemistry .
Capacity Upto
1 TP-5040 SPK-117EL 7.2 Vv Ni-Mh 2300 mAh
2 |TP-8100/ TP-9400 SBP-236EJL 74 |V Li-ion 2300 mAh
. . Maximum
S. No. |Device Model Battery Model Voltage |Chemistry .
Capacity Upto
1 ISATPHONE PRO SPS-170L 3.7 Y Li-ion 2500 mAh
2 ISATPHONE-2 STS-99EHL 3.7 Vv Li-ion 2600 mAh
Note:

Control of self-discharge of battery to moderate voltage if left fully charged and unused for few days to

maximize battery life.
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