


Desktop charger Speaker MIC  PTT earphone 

Marketed: Dealer/Distributor

Optional Accessories

Note: To enhance reliability, functionality, or design, product speci�cations and colors may be modi�ed without prior notice. Images are 
for illustration only, and actual products may di�er. Sanchar delivers tailored products and solutions based on speci�c site or customer needs. 
Any minor speci�cation or appearance adjustments for custom orders are tracked by version

STC-705S STC-705S

Connectivity

DMR Specifications  (Optional)

GSM: Band2/3/5/8
WCDMA: B1/B2/B5/B8
FDD: B1/B2/B3/B4/B5/B7/B8/B12/B17/20/28
TDD: B34/B38/B39/B40/B41
n1/n3/n5/n8/n28/n41/n77/n78/n79
EN-DC: B1A-n78A/B3A-n78A/B3A-n41A/B3A-n79A
/B5A-n78/B8A-n78A/B39A-n79A

Frequency Band

WiFi

Bluetooth

NFC

GPS

Frequency range DMR Digital & Analog  UHF 400~470,  VHF 136~174

Software

Operating System Android 12, Upgradable to Android 14

1000 Channels

4W/5W (High), 0.5W/1W (Low)

ARC4 / AES128 / AES256

WiFi 6

BT 5.2

Support

GPS/BDS/Glonass/Galileo, AGPS

≤-123 dB

Digital:12.5kHz, Analog: 12.5kHz/25kHz

Channel Capacity

Transmitting Power

Physical

Working Temperature -20°~60°C

-30°~70°C

IP68 & 1.5m Drop Testing

Storage

Protection Rating

DMR Encryption

Senstivity

Channel Spacing

Hardware

CPU

Memory

Display

Camera

Speaker

Dimension (H*W*D*)

Battery

USB Port

Interface

Sensors

Build in 2W Speaker

177×79.6×19.5mm

4.35V 6000mAh Removable Battery, 9V 2A Power Charging

USB Type C

M6 Interface for External Camera, Remote PTT Speaker 
Microphone, PTT Earpiece

G-sensor, P-senso, L-sensor, E-compass, Barometer

4*core 2.0GHz

RAM+ROM: 8GB+256GB

5.7" IPS G+FF 1080*2160 Full Lamination

Four HD Camera, 108MP AF+30MP+Night Vision Camera
+Front Camera 24MP


