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MAKE IN INDIA

STC-904Di portable Hand Held portables has superior audio quality, outstanding coverage, long-lasting battery life and
more connects your workforce efficiently-and has the flexibility to grow with your business. STC-904Di portables provide
the features and performance needed for a wide range of workplaces. Whatever your needs, STC-904Di provides a
simple, reliable, cost-effective communication solution to help work crews connect, coordinate and collaborate to get
the job done right. Improve the efficiency of your operation with easy-to-use voice communication.



SANCHAR STC - 904Di

Product Data Sheet
Digital Two Way Radios

STC-904D:i

FM Digital Transceiver

cification

STC-904Di

Frequency Range 136-174 / 400-470 MHz

No. of Channel 4000 Channels
Channel Spacing de Band 25KHz, Narrow band 12.5 KHz
Phase locked Step

Operating Voltage 7.4V DC +20% (2400mAh)

Frequency Stability +0.5ppm
Size 136X61X39mm (with Battery Pack)

Weight (Net Weight) 282gm (Including Battery & Antenna)

Digital : More t
Analog : More than 10hours

AMBE +2

Min 4 lines Alphanumeric Display
with Backlight

nalog- 12.5KHz /25KHz
b) Digital- TDMA-12.5KHz

Simplex, Semi-Duplex,
Press to talk

Analog, Digital conventional & direct Mix mode
without scanning

SMS Text message facility Short and long data message facility

High grade in Digital Encription.
Provision of AES-256 Encription

Radio Configuration Facility

Average Battery Duty
cycle 5/5/90

TDMA
Digital Vocoder

Alphanumeric LCD Display
Channel Spacing

Type of Operation

Mode of Operations

Encrption

Signal Strength Indicator

Protection 1) Reverse. pol.arlty prot.ectlon
2) Short circuit Protection
Indication Visual indication for all modes of charging status

. . Standard chargers - 6 to 14 Hrs
chargingTime Rapid Charger - 1to 4 Hrs
Programming :
e (et el Software CD/Programming Cable
Hands free Operation VOX based solutions to be provided for
complete handsfree operations

(Optional with Mobile Radios)

Charger

STC-904Di

Receiving

[ wHE_ [ unr
<0.30uV <0.30uV

Adjacent Channel Rejection

Sensitivity for 12dB Sinad

Spurious Rejection

Blocking 84dB 12.5KHZz (data+voice)
HUM & Noise <45dB <40dB
Audio Distortion <3%

Audio Power Output <500mW/16Q

Inter-Modulation 70dB

Transmitting VHF UHF

Power Output 4W/1W (UHF)

5W/1W (VHF)

Adjacent Channel Power <70dB <60dB

Modulation limit +5.0KHz @25KHz +2.5KHz @12.5KHz

Hum & Noise -40dB -40dB

Spurious Emission <-36dB <-36dB

4FSK Digital Modulation 12.5KHz (data) TKEOFXD | 12.5KHZ (data+voice) TKEOFXD

Audio Distortion <3%
Audio Response +1, -3db

FM Emission 4 FSK Digital Modulation/11IKOF3E
Communication Range 2-3Kms (Depend on LOS)

Frequency Stability +1ppm

Environmental

Operating Temperature
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-30°C to +60°C

Storage Temperature -40°C to +70°C

Humidity 95% Max. at +40°C Non-conden
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P
Vibration, Shock & Drop,
Salt, Rain, Low Pressure
Solar Radiation, Dust &
Salt, Rapid Temp. Cycling
EMI/EMC

MIL-STD-810 F/G Complied

Software CD/Programming Cable
MIL STD 461E/IEC 61000

} - 2 Impedance 50Q
Adapter A\

Belt Clip

Website: www.sancharcomm.in




